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ISOLUBE 3411 
 

ISOLUBE 3411 is a metal working fluid which is mainly used on aluminium.  

ISOLUBE 3411 is a low viscosity product which has given excellent performance in 

punching operations. 

The residual film has no particular odour and is hardly noticeable. 

 

Physical Properties: 

Appearance     : clear as water 

Specific gravity/20℃ DIN 51 757 g/cmз : 0.77 

Viscosity/20℃ DIN 51 562 mm2 /s : approx. 2.14 

Flash point ISO 2 592 ℃ : approx. 60 

Pour point ISO 3 016 ℃ :≮-30 

 

Handling and Storage： 

ISOLUBE 3411 should not be exposed to extremes of temperature. The product should 
be brought to room temperature before use. 
ISOLUBE 3411 is not classified hazardous according to current hazard material 
regulations and GGVS and GGVE. 
 
Packing: 
Steel Drum(208 Liters) 
Netweight:160Kg/Drum 

 
 
 
 
 
 
Only valid in combination with EC-Safety-Data-Sheet. 
 
Warranty 
The information given here is considered to be correct and is offered for your consideration, investigation and verification. No 
warranties are expressed or implied since the use of our products is beyond our control. Statements concerning the use of 
PETROFER-products are not to be constructed as recommending the infringement of any patent. 
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