
The Revolution in 

Truck & Mining 

Vehicles Washing 



The Patented Difference 

“Our mission is to provide safe solutions 
to replace the harsh and dangerous 
acids, solvents, and caustics so 
prevalent in the world of industrial 
Chemicals. Our accomplishments now 
number over 150 products in addition to 
numerous private labels which continue 
to revolutionize dozens of industries 
around the world.” 



HMIS 

Health 
 0 – No risk to health 
 1 – Minor reversible injury may occur 
 2 – Minor injury may occur 
 3 – Major injury likely 
 4 – Deadly 

Flammability 
 0 – Will not burn 
 1 – Flash point above 200 degrees F 
 2 – Flash point between 100-200 degrees F 
 3 – Flash point between 73-100 degrees F 
 4 – May ignite spontaneously when exposed to air 

Reactivity 
 0 – Stable material 
 1 – Stable at normal temperatures and pressures 
 2 – Violent chemical changes at higher temps, may react violently with water 
 3 – Will detonate with initiating action, will react violently with water 
 4 – May detonate spontaneously at normal temperatures and pressures 



Design for Environment Testing 

• The Environmental Protection Agency offers a certification for 
products proven to meet stringent eco-friendly and personal safety 
requirements. 

 

• Formulas proven to meet EPA’s most strict requirement (10 day 
biodegradability) are certified for direct release.  All EMS formulations 
have earned the DFE registration and are certified for direct release. 
EMS is the only company to have submitted its entire line of products. 

 

• http://epa.gov/dfe/pubs/projects/formulat/label.htm 

 

• 100% biodegradation in 10 day window 

•  Proven for personal safety 

•  All EMS products are certified for direct release 

http://epa.gov/dfe/pubs/projects/formulat/label.htm


Design for Environment Testing 

• What Design for the Environment approval from the EPA 
means. 

•  EPA scientific review team has screened each ingredient for 
potential human health and environmental effect 

•  EPA looks at an ingredient's chemical structure - its 
components and shape - to understand how it could impact the 
environment and people 

•  EPA’s process unmasks hidden hazardous chemicals, hiding 
behind buffering agents, even those simply diluted with enough 
water to hide 

•  Only products that meet EPA’s strict criteria can be endorsed 
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World’s Only OEM Approved Cleaners 



 pH of 13 
 Non-Caustic 
 Non-Butyl 
 No D-Limonene 
 Non-Emulsifying Degreaser 
 High Detergency, High Foaming 
 850 ORP Score 
 FDA and Kosher Approved, GRAS Safe 
 Patented cleaner/degreaser degrades   
    hydrocarbons  as well as animal and vegetable fats 



Powerful water based degreaser 
 Patented ingredient 
Safely lifts grease from any surface without the 
use of solvents 
Non-emulsifying 
Safe for any surface  
SynClean is so safe it is endorsed by truck giants 
Volvo and Mack to safely clean big rigs.   

 



High detergency 
High foaming  
Streak-free shine 
Kosher approved 
Food GRAS safe 
 Safe for storage & transport 
Dilute up to 100:1 
SynClean LF - low foam 
SynClean HD – high foam 
SynClean N - neutral pH 



NSF Registered     
  
A1 - General cleaner 
A4 - Floor and wall cleaners 
A5 - Freezer floor and wall cleaners 
A8 - Degreasing carbon removers 
C1 - General (non-processing areas) 
K1 - Solvent cleaner (non-processing 
areas) 

 



SYNCLEAN HD COMMON USES 
 

• SynClean HD is a super concentrated industrial cleaner 
which at different dilutions can be used in almost 
countless environments. 

• Cleaning Uses: 
• Truck or Automatic Washing 
• Wheel Cleaning 
• Heavy Equipment & Parts Cleaner/Degreaser 
• Rental Yards 
• Drilling Rigs & Oil Cleanup 
• Grease, Asphalt Removal & Carbon Removal 
• Restaurant and Food Processing Degreasing 
• Workshop & Warehouse Floors 



SYNCLEAN HD DIRECTIONS FOR USE 
 

• Simply spray, sponge, brush or mop 
SynClean HD on the surface to be cleaned, 
agitate and rinse well with water as 
required.      
  

• SynClean HD is suitable to use in high 
pressure washing systems for trucks, 
buses, trains, and mining equipment. 

 



SYNCLEAN HD DIRECTIONS FOR USE 
 

DILUTION RATIOS 

• Heavy Degreasing    5:1 w/water 

      

• Degreasing     20:1 w/water 

• General Cleaning    30:1 w/water 

• Vehicle Washing    40:1 w/water 

• High Pressure Vehicle Washing 100:1 w/water 


